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Problem: 
How to update the EPM-5 (Puma) to board revision 5.03 or 5.04. 

Background: 
EPM-5 field updates can be performed onsite using utilities and files downloaded from the 
VersaLogic website. The update path depends on the revision of the board: 

 EPM-5 Rev. 5.01 boards ("g" model only) can be updated to 5.03. 
 EPM-5 Rev. 5.02 boards ("g" and "h" models) can be updated to 5.04. 

Functionally, revision 5.03 and 5.04 boards are identical. Different revision levels have been 
assigned in order to track differences in the manufacturing process. 

To update the EPM-5 to Rev. 5.03 or 5.04, both the Programmable Logic Device (PLD) code 
and BIOS must be upgraded. In these revisions, new PLD code (Rev. 1.06 for for "g" model 
boards, and Rev. 1.02 for "h" model boards) and a new BIOS revision (5.3.105) have been 
implemented to improve ISA bus I/O functionality and avoid conflicts between on-board and 
add-on USB devices.  

BIOS 5.3.105 Update: 
The Puma private support page contains links to the Flash BIOS Update (FBU) utility and the 
BIOS binary file. Follow the instructions on the General BIOS Information page for updating the 
BIOS. The URL of the private support page can be found in the EPM-5 Reference Manual. 

PLD Update: 
To perform the field update, the following devices need to be connected properly to the EPM-5: 

 Keyboard 
 Display 
 Power supply 
 DOS-bootable USB floppy disk, hard drive, or other DOS-bootable media 

1. Download ZIP File and Extract 
The following table lists the contents of the PLD update ZIP file (EPM5R503_PLD.zip). 

File  Description  

ISPVME.exe  PLD update utility version 1.02.  

EPM5gR503.vme  PLD code for the EPM-5g. DOS will rename this file 
EPM5gR~1.vme. (Note: This code updates rev. 5.01 
boards to 5.03, and 5.02 boards to 5.04, even though 
the filename contains '503'.) 

EPM5hR503.vme PLD code for the EPM-5h. DOS will rename this file 
EPM5hR~1.vme. (Note: This code updates rev. 5.02 
boards to 5.04, even though the filename contains 
'503'.) 

Readme.txt  PLD update instructions.  

a. Download the EPM5R503_PLD.zip file.  

http://www.versalogic.com/products/Manuals/MEPM5.pdf#page=13
http://www.versalogic.com/support/Downloads/zip/EPM5R503_PLD.zip
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b. Unzip the file to a folder on your PC, such as C:\TEMP.  
c. Copy the extracted files to a DOS-bootable USB floppy disk or hard drive (or other DOS-

bootable media). 
d. If necessary, configure CMOS Setup to boot from the DOS-bootable drive that contains 

the extracted files. 
e. Reboot. 

2. Install the PLD Code 

a. At the DOS prompt, enter the following command: 
 
     ispvme –board epm-5 VME_file.vme 

 
where VME_file.vme is either epm5gr~1.vme or epm5hr~1.vme, depending on the 
model of EPM-5. This process takes about a minute and will complete with a pass or fail 
message. If the process fails, call VersaLogic Customer Support at (541) 485-8575 for 
assistance. 
  

b. Reboot the EPM-5. Enter CMOS Setup and configure as desired. 
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